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H BALAUSTRE E PENSILINE i
RAILING AND CANOPY SYSTEMS | GANZGLASGELANDER UND VORDACH SYSTEME

Eomomi

B-8250-WN / B-8250-WN-G / B-8260-WN / B-8260-WN-G CMR @ E&E &%)

e Balaustra a montaggio laterale
regolabile.

e Adjustable railing system, side o erstellbares Ganzglasgelander

installation.

System Seitenmontage.
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www.youtube.com/watch?v=f-ER5a19K10
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'BALAUSTRE E PENSILINE | H
RAILING AND CANOPY SYSTEMS | GANZGLASGELANDER UND VORDACH SYSTEME

B-8250-G / B-8260-G +B-8251-CF2
o Profilo balaustra + 2 Velette

e Railing profile + 2 Cover profiles

o Profil fiir Gelander mit 2 Abdeckungen

COMPONENTI/ COMPONENTS / EINZELTEILE

B-8711-8 (8+8)
B-8711-10 {10+10
B-8011-12 (12+12

B-8003 B-8008 (8+8 / 10+10)
B-3208 (12+12)

B-8000-DIMA

| -

-
B-2004-F ‘ B-6609-8-10

B-2005-F | CLIP-CMR

B-2006-F B-6609-10-12  B.8000-POS

B-SET-CMR-N-8/B-SET-CMR-N-10/ B-SET-CMR-N-12 © Accessori per montaggio facile e
e Set marsetti e guarnizioni veloce (vgdl video) .
o Set clamps and gaskets e Accessories for easy and quick

tKI d Dicht installation (see video)
* Set Klemmen und Dichtungen e Zubehdre fir einfache und schnelle

Montage (Siehe Video)
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- da installare solo con barra
Bofl RO RTINS S B d filettata
75 | R 75 el to be installed only with
72 74 threaded rod
B-8250-WN-G B-8250-WN-G B-8250-WN-G 1=3000 - @13 mm
B-8251-CF2 B-8121+B-8051 B-8251-CF2 ——
B-8250-BOCCOLE : : :
B-8250-WN _——— XME604C

Set completo/mt L = 3000 mm

Complete set/mt L =3000 mm
Komplett-Set L = 3000 mm

B-8260-WN

Vetro Morsetti/mt Testato spinta Classe Testato

Glass Clamps/mt Test side force Class IT Tested

Glas Klemmen/Ifm | Getestete Seitenkraft Klasse | Bestétigte horizontale Nutzlast
AN-IXE

B-8250-WN / B-8260-WN SET 1,5 KN 8 881,52 pb 2 150 kg 1 1 kN/m = 100 kg/m
B-8250-WN / B-8260-WN SET3 KN 10 AN-IXE | 10+10 1,62 pvb 2 300 kg 2 2 kN/m = 200 kg/m
B-8250-WN / B-8260-WN SET 4,5 KN 12 AN-IXE | 12412 1,52 pvb 4 450 kg 3 3kN/m = 300 kg/m
B-8250-WN-G / B-8260-WN-G SET 1.5 KN 8 GR 8+8+1,52 pvb 2 150 kg 1 1kN/m =100 kg/m
B-8250-WN-G / B-8260-WN-G SET 3 KN 10 GR | 10+10+152 pvb 2 300 kg 2 2 kN/m = 200 kg/m
B-8250-WN-G /B-8260-WN-G SET45KN12 | G | 12+12152pw z 450kg 3 3kiN/m = 300 kg/m

SET COMPOSTO DA FIN. B-8250-WN / B-8250-WN / B-8250-WN / B-8250-WN-G/ B-8250-WN-G/ B-8250-WN-G/
SET CONSISTING OF FIN. B-8260-WN B-8260-WN B-8260-WN B-8260-WN-G B-8260-WN-G B-8260-WN-G
SET BESTEHEND AUS 0B. SET1,5KN8 SET3KN 10 SET4,5KN 12 SET1,5KN8 SET3KN 10 SET4,5KN 12
B-8250-WN-G / B-8260-WN-G GR 1pc L=3000mm 1pc L=3000 mm 1pc L=3000 mm 1pc L=3000mm 1pc L=3000mm 1pc L=3000mm
B-8251-CF2 AN-IXE 1 1 1 - - -
B-SET-CMR-N-8 1 - - 1 -

B-SET-CMR-N-10 1 - 1 -
B-SET-CMR-N-12 1 - - 1
B-8051-CF2 optional velette / optional cover profiles AN-IXE (1) (1) “)
B-8121-CF2 optional velette / optional cover profiles AN-IXE (1) (1) (1)
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